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1-MIL-STD 810 ve MIL-STD 460 standartlarına
uyumlu.

2 yıl imalat hatalarına karşı garanti.
Al

ğlantıya uygun.
16V - 32V DC besleme voltaj aralığı.
Harici batarya besleme girişi.
Askeri standart besleme soketi.
LED teknik detayları:

BEYAZ LED:
Ultra parlak

ışın yaymaz
ESD (Elektro Static Discharge)’ye karşı koruma
Uzun kullanım

ınlatma A ısı: 120

şık Şiddeti: 35 LM

KIRMIZI LED:
Ultra parlak

ışın yaymaz
ESD (Elektro Static Discharge)'ye karşı koruma
Uzun kullanım

ınlatma A ısı: 110

şık Şiddeti: 35 LM

üminyum gövde.
Araç içi montaj ve ba

Komple dim edilebilir
UV

ömrü
Ayd ç

Komple dim edilebilir
UV

ömrü
Ayd ç

º
Dalga Boyu: 460 nm
I

º
Dalga Boyu: 630 nm
I

ÜRÜN / Product                  :ARMI EL-24

BOYUTLAR / Dimensions   :168x75x32 mm

AĞIRLIK / Weight                :650 gr

STANTARTLAR / Standarts :MIL-STD 810

GENERAL DETAILS OF THE DEVICE:

Emergency lighting module for in military vehicles.
Operable at 16-32V DC gap.
Auxiliary battery port next to the main feeding port.
On normal mode there are 4 white leds and on blackout mode there are 2 red leds.
On dimmer mode the light intensity is adjustable between %0 and %100 intensity rates.
With only one button, it is possible to switch to blackout mode.
External remote controller port.
The leds are engaged on stable controlled via PWM. So, over temperature rates and power
consumption is decreased.
Complete micro-processor controlled.

TECHNICAL SPECIFICATIONS:

Compatible with MIL-STD 810 and MIL-STD
460 standards.
Guarantee along 2 years against flaws.
Aluminum case
Availabile for in-vehicle install and connection
16V-32V DC voltage feeding gap
Auxiliary battery feeding port
Military Standard power socket
LED technical details:

WHITE LED:
Ultra brightness
Complete Dimmable
None UV ray
Protected against ESD (Electro static Discharge)
Long working life
Illumination angle:120 degrees
Wavelength:460 nm
Light intensity:35 LM

RED LED:
Ultra brightness
Complete dimmable
None UV ray
Protected against ESD (Electro static Discharge)
Long working life
Illumination angle:110 degrees
Wavelength:630 nm
Light intensity:35 LM
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M  KROS M
ARMI EL-24
Askeri Araç
Acil Aydınlatma Modülü
Military Vehicle
Emergency Module
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CİHAZ TEKNİK ÖZELLİKLERİ:

raç içi acil ayd ülü.
16-32V DC aral çal

çal çilebilir.
Harici kontrol girişi.
Ledler PWM ile sabit ak ü sürülür.Bu sayede yüksek batarya verimlili

ü.

Askeri a ınlatma mod
ığında ışabilir.

Ana besleme girişine ek olarak yedek batarya girişi.
Normal durumda 4 adet beyaz led , karartma modunda 2 adet kırmızı led bulunur.
Dimmer modunda led parlaklığı %0 ile %100 ışık şiddeti arasında ayarlanabilir.
Herhangi bir ışma modundan tek tuşla karartma moduna  ge

dış kumanda
ım kontroll ğinin yanında

aşırı sıcaklık oluşması engellenmiş olur.
Komple mikroişlemci kontroll

KILIF / Case                         :Aluminum

MIL-STD 460


