AIRGUARDIANEIANI

AirGuardian Plant ; medikal gaz santrali alarm cihazi , hastaneler ve tibbi yapilarin medikal gaz
santrallerindeki gaz tanklarn ve acil durum tiplerinin dolu olup olmadigini izZlemek, bosaldiginda alarm
vermek ve cikis basincini izlemek ,cikis basinci ayarlanan limitler disina ¢iktiginda durumdan haberdar
olmak igin kullanilan mikroislemci kontrolli elektronik bir cihazdir. Cihazin hangi gaz santrali igin
kullanildigi 6niine yapistinlan grafik panel Uzerinde gosterilir.AirGuardian Plant; sol bank tipleri, sag
bank tipleri, acil durum tipU, sivi oksijen veya sivi azot tankina bagh basing kontaklar veya basing
sensorlerinden aldidi bilgiyle, tankin bos veya dolu oldugunu tespit eder. Tank basinglari daha 6nceden
ayarlanmis seviyenin altina diser ise; tank bos alarmi Uretir. E§er tanklarda basing sensorii yerine
basing anahtarlan kullanilmis ise; kontak acildiginda veya kapandiginda (NO / NC) tank bos alarmi
uretilir. Basing degerleri takip edilen hatlar sunlardir:

Acil durum beslemesi: Tiim tanklar bosaldiginda kullanilacak acil durum rezervidir.

Sol rampa : TIk kullanilacak rezerv.
Sag rampa : Sol rampa tikendiginde kullanilacak rezerv.
Likit tank : Gazin sivi halde tutuldugu tank.
Cikis hatti : Gaz cikis hatti basing degeri.
TEKNIK OZELLIKLER:
» 2x16 karakter mavi aydinlatmali ekran.
> 5 farkli gaz kaynadinin basing degerini izleyebilme.
> Kullanilmayan kaynak ismi meniden iptal edilebilir.
> RS$485 - MODBUS ile veri transferi imkani.
> Bar, PSI, mmHg, cmHg, ATM, pa, Kpa, Mpa segimi ile bilimsel uygulamalar igin idealdir.
» Her kanal igin uzaktan gorilebilir kirmizi alarm ledleri.
> Her kanal igin normal galismay gdsteren yesil led.
» Her kanal igin gaz ismini aydinlatan parlak mavi led.
» ESD ve gerilim sigramalarina karsi korunmus girisler.
» Mikroislemci kontrolli elektronik sistem.
> Farkl menii dil segenegi.
Uriin : AirGuardian PLANT
Boyutlar 1178 mm x 128 mm x 68 mm
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AirGuardian Plant medical gas plant alarm device is a microprocessor-controlled electronic device used
to monitor whether gas tanks and emergency tubes in hospital medical gas plants are full or not, give

alarm when they are empty and monitor outlet pressure, notify any violation of preset outlet pressure
values. A graphic panel shows what gas plant the device is employed for. AirGuardian Plant uses the

data from pressure contacts or switches connected to left bank tubes, right bank tubes, emergency
tube, liquid oxygen or liquid nitrogen tank to detect whether the tank is full or empty. The tank
produces an empty alarm when tank pressure values fall below the preset values. If pressure switches
are used instead of a pressure sensor, the tank produces an empty alarm when the contact is opened
or closed (NO / NC). Pressure of the following lines are monitored:

Emergency feed: Emergency reserve put into use when all tanks are empty.

Left ramp : The initial reserve.

Right ramp : Used after the left ramp is finished.
Liquid tank : Liquid gas tank.

Outlet line : Gas outlet line pressure value.

TECHNICAL FEATURES:

2x16 characters blue back light screen.

Tracking of up to 5 gas and / or vacuum lines.

Unused resources can be switched off.

Data transfer via RS485 — MODBUS.

Ideal for scientific applications with Bar, PSI, mmHg, cmHg, ATM, pa, Kpa, Mpa options.
Remotely visible red alarm LED for each channel.

Bright green LED showing normal operation for each channel.
Bright blue LED highlighting the gas name for each channel.
Inputs protected against ESD and voltage spikes.
Microprocessor-controlled electronic system.

Multi-language options.
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Product : AirGuardian PLANT
Dimensions 1178 mm x 128 mm x 68 mm
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